JL ADAMS&Co

APEX WALL LIGHT (US WIRED)

LIGHT SOURCE: MATERTALS:
INTEGRATED 24V LED TUBE BRASS, TEXTURED REEDED GLASS

2700K / 9W / 600 LUMENS

MOUNTING:
\§ DIMMING: FITS OVER 27”X4” RECTANGULAR
PHASE (MAINS) DIMMING USING J -BOX.
SUPPLIED 24V DRIVER DRIVER IN REMOTE LOCATION.

WEIGHT: 6.5 LB (APPROX)

‘ VOLTAGE :

I 24V DC (REMOTE DRIVER UP TO OPTIONAL ACCESSORIES:

? 30" FROM FITTING) - DALI DRIVER

{ - BACKPLATE EXTENSION TO COVER
}i CERTIFICATIONS: 4" O0CTAGONAL J-BOX.

UL (ON REQUEST)
1P44 / DAMP LOCATIONS ADDITIONAL INFO:

‘ *owhfcjlﬂ;_,l' DESIGNED BY WILL EARL 2025

MADE IN ENGLAND

METAL FINISHES: GLASS OPTIONS:
o] o -
W ANTIQUE BRASS TEXTURED REEDED GLASS
— 24V DC
T
= ‘ BRONZE
N
o

SATIN BRASS

o (e} SATIN NICKEL

PRODUCT CODES:

U.APX.W.AB.TRG - ANTIQUE BRASS / TEXTURED REEDED GLASS
U.APX.W.BZ.TRG - BRONZE / TEXTURED REEDED GLASS
U.APX.W.SB.TRG - SATIN BRASS / TEXTURED REEDED GLASS

U.APX.W.SN.TRG - SATIN NICKEL / TEXTURED REEDED GLASS

S e
@ DRIVER IN REMOTE
LOCATION.
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